
MWOl Well Completion 

Field log entries for MWOl on 8/5/10 for and 
No fill or cuttings were placed in the borehole prior 

to, during, or after setting of the screened interval. 

locking well cap 

112" plug-.--_ 
Compression well seal 

4" ball valve 
112" female NPT ball valve 

4,, tee-.i..-~· in..--t-112" tee 
'-.-.--r--.,.JL,1_ 

Ground Surface 

' 

Pressure gauge (0· 100 psi) 

- 20" steel casing 

"'-cement pad 

17.5" borehole with 10" steel conductor casing 
from O' to 100' bgs 

Portland cement between conductor casing 
and borehole wall from 0-100' bgs 

Portland cement between conductor casing 
and well casing from 0-100' bgs 

Thread and couple 
carbon steel pipe 

.v- 9-718" borehole 

ASTMA53A-E 
OD.) 

Threaded stainless-steel submersible pump casing 
(1.049" l.D., 1.33" OD.) 

Portland cement 

Franklin Electric J-Class Sand Handler 4" 
stainless 3HP submersible pump 

: 8.5" 0.020 slot prepacked stainless steel screen from 765'-785' bgs 

' I 

Open space mud recirculated prior to screen placement 

Not to Scale 

EPAPAV0118601 



MW02 Well Completion 

Field log entries for MW02 on 6/27 /10 for and 
No fill or cuttings were placed in the borehole prior to, 

during, or after setting of screened interval. 

12:15 
13:00 

14:30 
15:30 

16:30 

17:00 

Locking well cap 

1/2" plug 
Compression well seal 

1 /2" female NPT ball valve 

Hl<lt---t-112" tee 
4" tee ·--i.--'..,..,.,-r,_,_ 

Pressure gauge (0-100 psi) 

Ground Surface 

100' 

- 20" steel casing 

"'---cement pad 

.,.,,--17 .5'' borehole with 1 O" steel conductor casing 
from O' to 100' bgs 

11~--Portland cement between conductor casing 
and borehole wall from 0-100' bgs 

111.Ji...-- Portland cement between conductor casing 
and well casing from 0-100' bgs 

Thread and couple 
carbon steel pipe 

...,.---- 9-718" borehole 

ASTMA53A-E 
O.D.) 

Threaded stainless-steel submersible pump casing 
(rn49" ID, 1.33" OD.) 

Portland cement 

Franklin Electric J-Class Sand Handler 4" 
stainless 3HP submersible pump 

Sar1d-filled cement basket 

0.020 slot prepacked stainless steel screen from 969.5'-9E 

Not to Sea 

EPAPAV0118602 


